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Abstract

Introduction:
A quick look at the current statistics forwarded by the
Ministry of Transportation, Iran indicates that 70 percent
of the road accidents occur at the entrances of the cities
and this further points out about the importance of the
bypasses. The results of the investigations carried out on
the reasons of road accidents in Iran conf irm the
relationship between the risk of road accidents and their
closeness tothe residential sections (Ayati, 2005). Thiswas
furtherclarif ied by knowing that, the vast majorityof road
accidents happen at the distance of 30 kilometers from the
cities (Fig. 1).From one side, the slow local traff ic and
pedestrians’ presence in the vicinity of cities lead to an
increment in the road accidents and from the other side,
transit corridors and crossing bypasses through urban
areas have always faced with numerous problems. These
problems include the land ownership, neighborhood
distinctions and geographical and local limitations. The
main impetus of the present study was to achieve an
optimal solution by which one could eliminate or reduce
the above-mentioned issues. Bypass problems have been
an existing matter in othercountries and still are available.
In European countries where most of the cities have
emerged before the creation of motor vehicles, the
problem of bypasses has been under consideration since a
long time ago. During the years of 1960s, the idea of
separating the heavy traff ic from the light urban traff ic
f irst came to the power and resulted in the bypasses

foundation. Pates (Pates, 1999) proposed the idea of
separating urban ways from the crossing traff ic and also
traff ic pacifying in Denmark and named them as silent
roads regarding the above-mentioned idea and their
performance. The Danish road directorate (DRD) released
a booklet in the 1980s indicating how the rapid crossing
traff ic could be slowed down in urban areas (Willumsen,
1981). Also in 1990, the traff ic planning was organized by
DRD in the vicinity of cities to separate passing fast cars
from theslowurban traff ic (Bendsen, 2017).

During 1960 and 1970 decades in Finland, special places
were considered for pedestrians and cyclists besides the
roads passing through the cities for reducing the number
and severity of accidents. Also in 1980s, roads passing
through small towns were designed taking the
environmental status of these cities and safety prediction
into consideration just to increase the safety of citizens. In
1990s in Finland, several studies were carried on the
performance of the ways which had been constructed
decades ago and an instruction was spread out in 1993 by
the bureau responsible for the ways’ management of this
country titled as passing roads status improvement
throughsmall towns (Christopher& Sorin, 2011).

In 1990s, the bureau of ways of Norway (NPRA),
designed passageways with minimal environmental
effects for 6 selective cities. Solutions were made for
improving the main passages and bypasses were made in
the greater residential centers. This set of actions and

As per the available statistics of accidents on suburban
roads, especially near the cities, effective methods for
reducing accidents which f inally lead to the frequency and
severity reductions of accidents has been identif ied. This
paper deals with the bypasses planning problem. Further to
the study and investigation on the effective criteria in
bypassesoptimization, it isattempted toseek solution upon
which, one could choose the best option among the few
proposed options of the bypasses without involving in any
of the above-mentioned problems and with the appropriate
constructioncost. Road accidents must beconsidered as the
most important criterion in designing and decision making
the support system for the bypasses optimization. Thus, it
has been attempted here to focuson developing a model asa
major issueof decisionaboutthe bypasses.
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attitudes with the passing traff ic through residential areas
are classif ied into 4 groups including a new way construc-
tionasa bypass, the main road passing through thecity, the
main road passing through the residential sections and a
combinationof the f irstand third cases (Pates, 1998).

In smaller towns, one can avoid such theories due to
the problems related to the land ownership and high
expensesof bypassconstruction. During the 1960 and 1970
decades in US, investigations were done on the founded
bypasses effects in order to assess the economic and
environmental influences and theireffects on the land use
changes, land value, etc. (US.FHA, 1980; Vockrodt, 1967).
All of such studies performed on the bypasses during the
last 30 years resultant to an important and common point
and that was the requirement of proper design and
planning for reducing their possible negative
consequencesand optimizing theirusage.

If a bypass is formed nearer to the city, the possibility
of its usage by the local traff ic of the city becomes more. It
is needless to say that the amounts of constructions near
the bypass lands, connectivity to the city and other
negative impacts on them, have inverse proportion with
the distance between the city and bypass. Talthough the
proximity of bypass to the city may lead to its smaller
length and reduce its construction expenses, but it is
important to note that the land value is higher near the
cities and this can nullify the possible savings in terms of
the reduced length. However, it should be said that the
bypass construction in the far distance could cause an
addedvalueof the lands between the bypassand city.

Various countable and non-countable variables must be
involved in the planning as well as be optimizing the
bypasses which have
been illustrated in the
following paragraphs
during an example
solution for Qeshm
city. For the non-
countable variables
and factors, it is f irst
attempted to weight
them and make them
countable by using the

Delphi method and then include them in a
hierarchical structure for the decision making (Fig. 2).
Accidents are the most important one of these variables.
Accidents are caused by the human factors (such as driver
carelessness), weakness of the way’s components and
geometry (such as inadequate curve radius), factors
related to the characteristics of the vehicle and passing
traff ic, climatic factors, etc.

Various modelsareavailablycapableof predicting
the number of possible accidents. But, most of such

Methodolgy:

models may not be implemented in this researchdue tothe
differentdriving condition in Iran. Moreover, the statistics
of Iran’s accidents or their analysis are generally
unavailable or if it is partially and irregularly scattered in
the references, no address or full specif ication could be
picked-upfrom them (Farzipour, 2010).

The accident criterion in the bypass selection
could be sub-divided into three sub-criterions. As shown
by the hierarchical structure graph, these sub-criterions
include the accidents in the curves, accidents due to the
traff ic volume and condition and the number of
intersections. Theestimationof road accidentsexpenses is
a complicated work. Ayati (2005) suggested six methods
for this but they are out of the scope of this study. However,
one can estimate that by having the number of predictable
accidents in each option and the average cost of each
accident. Therefore, the number of predictable accidents
ineachoption has beenchosenasacriterion. In this report,
the accidents in the curves are calculated from the
following relation:

A1=(r.L+.0336D)V (1)
In which 'D' is the curve degree and 'V' stands for the

velocity of plan. 'r' in the above equation is the rate of road
accidents stated in terms of million vehicles-kilometer.
Farzipour (check it) calculated this value for the passages
of city margins in Iran and these values are used for the
presentstudy.

Accidents caused by the traff ic conditions are
governed bythe following relation

A (flow) (capacity) (2)

which deduced from the previous studies and its
parameters are examined and calibrated as well. The
reason of choosing these two relations in the f inal model is
the lack of suff icient statistics and information about the
necessary variables for the other relations cited in Iran. Eq.
(2) has been analyzed by Mont Carlo method and its
obtained results have been verif ied for Iran’s conditions.
Fig.-2 depicts the sensitivity value of Eq. (1) than the
coeff icient of 0.0366. As can be observed, with an
increment of 3000 percent in this coeff icient’s value, only
20 accidents are added to the number of accidents in a
curve with the radius of 50m. Therefore, Eq. (1) can be
implemented with the proper approximation for
estimating the accidents in the curves. Since the number
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Figure- 1: Road accidents Vs the
distance from population centers.
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Figure-2: The hierarchical structure of bypass selection
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of intersections with the same level, affect the number of
accidents (Ayati, 2005), this factor is alsoconsidered as the
accident criteria. The method is that the homonymous
criteria in the hierarchical process are mutually compared
and the comparative matrix is formed whose components
are the fractions resulted from the division of the weight
values of these two criteria. When calculating the f inal
weight, the effect of each criterion in the f inal selection is
estimated by giving importance coeff icient for each
criterion and comparing it with other criteria involved in
the choosing. However, as illustrated by Ayati (2005) that
nearly 40% of road accidents in Iran occur at intersections
with the same level, the importance coeff icient of an
intersection rather than an accident is considered to be
0.4. The position of the intersections’ number criterion in
the bypassselection hierarchical chart isshown in Fig. 2.

This parameter is calculated by Eq. (3) for each bypass
and of course, one can estimate the accidents expenses by
having the number of accidents and the average cost of
each. However, due to the capability of the analytical
hierarchy process (AHP) in evaluating various options
with having the heterogeneous criteria, one could be able
to use the number of predictable accidents in each variant
as the measuring criteria instead of the accidents costs.
Because the number of accidents is directly depending on
the average cost of all the accidents and since the
hierarchical process uses the criteria comparison
technique, it has the capability of considering the
accident’s number parameter as a comparative tool
between twoormorevariants.

del ACC= (ACC1+ACC2)-ACC3 (3)
In the above relation, the number of accidents in the

curves is analyzed using Mont Carlo method and the
sensitivity analysis of this model and it does not differ for
Iran’scondition. The numberof accidentsdue tothe traff ic
condition isalsogoverned by Eq. (4). Here, ACC3 describes
the annual number of accidents happening in the margin
of acitywithoutany bypass.

ACC2 = P= (flow) (capacity) (4)
In order to be sure about the accuracy of the results of the
designed model, they must be f irst verif ied (Saaty, 1980).
The validation of the models made up of the AHP method
is stated by the incompatibility rate calculation whose
value should not be greater than 0.1. The only difference
between the verif ication method of AHP based models
and the other ones is that the verif ication process should
be performed for each problem-solving stage (HCM,
2010). Thiswork isdone here foracasestudy.

The most important statistics and data used in the
present research are the data and specif ications related to
the accidents in the urban ways network of the country.
Providing the accidents related statisticsand generallyany
statistical information in Iran is faced with several
diff icultiesand if it is not impossible, itwould be too much
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complicated. Regarding the accidents information used in
the present report, several organizations were referred to
and f inally, the necessary statistics were provided by the
cooperation of the safety off ice of the transportation and
terminals organization. The mentioned statistics are
provided based on two points. First, due to the existence of
all three modes of hills, plain and mountainous in Iran’s
ways, the annual accidents statistics are achieved for all
three cases. The second point is that only the statistics of
road accidents in the vicinity of cities are considered
because the majority of road incidents happen in the
interval of 25-30 kilometers from the entrance and exit of
thecities.

Table-1 lists the correction factor, for the traff ic
distribution on both sides of a piece of the way (Hauer,
2014). Thecapacityof thepassageway iscalculated as:

(5)

where, is the capacity of the passageway (pcu/hr),
denote the correction coeff icients corresponding to the
traff ic ratio in each direction, width, and heavy vehicles,
respectively and stands for the ith service level (A or B or C,
etc.). In this relation, the directional distribution is
assumed to be equal for both directions and is obtained
by: 1 (6)

In which, are the conversion coeff icients of

heavy vehicles in terms of private vehicles and describe
the ratios of these vehicles. Tables 2 & 3 give the parameter
valuesused fortheaboverelations (Hauer, 2014).

Regarding the above-mentioned matters and by
dividing the way into the 5-kilometer parts, the

Sf=2800(v/c) -f -f -f

S_f

1+p (E -1)+p B(E -1)+p (E -1)

E ,E ,E

i d w hv

t t B B R R

t B R

POD 50-50 40-60 30-70 20-80 90-10 100-0
CF ( ) 1.0 0.94 0.89 0.83 0.75 0.71

A 2 4 7
Truck ( ) B,C 2.2 5 10

D,E 2 5 12

Recreational A 2.2 3.2 5
( ) B,C 2.5 3.9 5.2

D,E 1.6 3.3 5.2

A 1.8 3 5.7
Bus ( ) B,C 2 3.4 6

D,E 1.6 2.9 6.5

Level of Services 1.00 0.9 0.82

f

E

E

E

d

T

R

B

Table 1. The correction coeff icient for the traff ic distribution in
both sides of a piece of way

**
*

**Percent orientation distribution; *Correction factor

Table 2. The equivalent values of driving for truck, autobus and
recreational vehicles for the overall cut of the way

Vehicle type Level of service Flat hills Mountainous

Table 3. The numerical values of service levels in different
conditions of the way

Area Flat hills Mountainous
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relationship among the number of annual accidents per
route kilometer, a volume of the crossing traff ic and
capacitycan bededuced as below:

The Delphi-hierarchy method is implemented here for
choosing the optimum bypass from the two best possible
options in Qeshm city. These two options are exhibited in
Fig. 3 and identif ied as A and B. The general specif ications
of the two A and B options are listed in Table 4. In the
meantime, the general length of route B is 12.7km and the
length which must be made is 7.5km. The travel time
during this route is considered to be 10m based on the
calculations. Prediction of the numberof future accidents
due tothe traff icconditions isalso based uponTable 5. The
traff ic volume prediction of Table-5 is performed by
Swedish consulting engineers (Farzipour, 2010). Also, the
number of accidents is achieved via Eq. (6). Table 6 lists
the numberof possibleaccidents in thecurvesof optionA.

According to the distributed forms among the
experts, the environmental impacts of each bypass and
accordance of each with the city’s comprehensive plan
were analyzed using Delphi method and in response to the
following questions. The following queries were included
in thedistributed forms -

- With respect to the comprehensive plan of the city,
which bypass meets the maximum accordance? (State
theresponseasa number in the interval of 1-20).

- Which of the two bypasses has less environmental

(7)
To obtain the above relation, f irst, Eq. (8) is chosen

according to the previously studied models and relationships in
the f ield of accidents prediction in the future communicative
axes. This is mainly due to the availability of its data which makes
working on it moreeff icient.

(8)

Here, and 2 are the calibration coeff icients. Then, the
statistics related to the number of road accidents (P in the above
equation) happened in the distance of 30 kilometers from
several cities of Iran are collected from Iran’s transportation and
terminals organization (Farzipour, 2010). Regarding the
inaccurate registering method of the accident location, this 30-
kilometer distance is divided into 5-kilometer parts whose f irst
part is begun from the kilometer 2.5 of each axis from the city
side. Due to the existence of irregular traff icand mixture of the
urban traff ic with the road one, the statistics corresponding to
the accidents between kilometers zero and 2.5 are discarded
from the computations. Meanwhile, the annual traff ic volume is
deduced for each 5-kilometer part of each axis and the axis
capacity is evaluated. For each 5-kilometer part of each axis, the
number of accidents per kilometer is estimated. Now, the above
values for each part of each axis are input into Eq. (7) and the
logarithm is taken from both sides of this relation. Therefore, Eq.
(7) is transformed toa 3-variable linearrelationshipwhich can be
implemented forobtaining the values of form a simple 3-variable
linear rounding technique. The standard errors of and are
calculated as 0.035 and 0.0128, respectively. Furthermore, the
correlationcoeff icientof variables isestimated as 0.83.

P=44391.8( flow) (capacity)

P= (flow) (capacity)

0.626424 -2.082873

1 2
�

�� �� �
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Results and discussion:

adverse effects? (State the response as a number in the
interval of 1-20).

- In the design and selection of a bypass, what is the
relative importance of each of the travel time, bypass’s
environmental impact, and construction costs,
compliance with the comprehensive plan and the
amountof possibleaccidents in the bypass?

Table 7 illustrates the brief specif ications of the two
bypasses regarding to the compared parameters. The
environmental impacts in Table 7 are achieved via Delphi
method. Also, the travel time is estimated with respect to
the path length and the plan’s velocity. Table 8 gives the
short calculations corresponding to the environmental
impacts value and compliance with the comprehensive
planof option B.

The two options are compared from the perspective of
different metrics. The comparative matrix of options
regarding to the compliance with the comprehensive plan,
is given in Table 9. The matrix components are evaluated
by mutually comparing the mentioned criteria (by
dividing the values of the two criteria in each option). It is
saying that the above mentioned matrix is achieved by the
responses of the third question received from 5 experts
and using Delphi method. Table 10 gives the f inal weights
of thecriteria in the bypassselectionproblem.

A bypass optimization model with the aim reducing the
accidents in the vicinity of cities as a consequence was
developed using Delphi method and AHP. In this
proposed model, the optimization approach was dealt for
solving bypasses problems within the best option among
the possible and available options of bypass fora particular
city. Since the involved criteria and variables in the design
of a decision making support system of the bypasses are
the combination of the qualitative and quantitative
variables, the hierarchical decision making support
system capable of separately considering these two classes
of variables will be the most appropriate system. In the
design of a decision making support system for the
bypasses optimization problem, road accidents are the
most important involved criterion. For this sake, it is
focused here on developing a model as the major issue in
the bypassesrelated decisions.

Conclusion:
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Figure-3: The two options exhibition in Qeshm city

A

BA B



http://www.caves.res.in/Ambient Science (2018) Vol.-05(1):p. 21

TECHNOSCIENCE ARTICLE

Ambient Science, 2018: Vol. 05(1); 17-21
DOI:10.21276/ambi.2018.05.1.ta01

Table 4.Specif ications of A and B options.

Case Length (km) Travel time (min) Earthworks cost Manufacturing cost Acquisition costs Total costs

A 4.6 5 1012000000 138000000 10180000000 24992000000
B 7.5 9.52 1870000000 2750000000 1650000000 31020000000

Table 5. Prediction of the number accidents caused by the
traff ic conditions

Case Traff ic Capacity Accident Intersection
volume number number

Table 6. The number of possible accidents in the curves.

Curve Degree of Length Traff ic Accident Accident
curve curve* of curve volume rate number

Table 7.Brief specif ications of the two bypasses regarding to
the compared parameters

Table-8: Calculations corresponding to the environmental
impacts value & compliance with the comprehensive plan of
option B.

Period Average of Number of Average of The number
environ. commenters master plan commenters
effects according

A 4000 1400 2.24 2
B 5500 1350 2.42 2

1 0.67 1.73 1.46 5 12.66
2 4.55 0.6 1.46 5 4.6
3 0.6 1.2 1.46 5 8.79

* These information are collected from the engineering unit of
Qeshm free zone organization [10].

First 16 8 13.5 8
Second 18 8 14.5 8
Third 15 7 13.9 7
Forth 15 8 14 8

Case Travel Accident Manufact. Environ. According Inter-
(m) number cost effects to master number

A 5 14.9 24.992 6 4 2
B 10 19.52 13.02 16 14 2

Table 9. Comparative matrix of the options

Matrix type Matrix Components

Table-10:Final weightsof thecriteria in bypassselectionproblem

Compare of
environmental impact

Compare of
Manufacturing cost

Compare of
Accident number

Compare of
Travel time

Compare of
intersection number

Comparison
matrix criteria

Case According Environ. Manufact Accident Travel Final
to master effects cost number time charge
plan

A 0.0329 0.0505 0.1437 0.1447 0.0988 0.4731
B 0.1145 0.1347 0.1158 0.1124 0.0495 0.5269
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